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Professional Experience 
Years Position Duties 
1993-
Pr. 

Hydrologic 
Consultant 

Surface, groundwater and systems modeling, GIS-based management 
plans, stream restoration design, watershed modeling studies and 
expert testimony for nonprofit groups, government agencies and 
industry. 

1999-
2004 

Great Basin Mine 
Watch 
Executive Director 

Responsible for reviewing and commenting on mining projects with 
a focus on groundwater and surface water resources, preparing 
appeals and litigation, writing reports about mining, fundraising, 
organizational development, supervision and personnel management.

1992-
1997 

University of 
Nevada, Reno 
Research Associate 

Research on riparian area and watershed management including 
stream morphology, aquatic habitat, cattle grazing and low-flow and 
flood hydrology. 

1990-
1992 

University of 
Arizona, Tucson 
Research and 
Teaching Assistant 

Research on rainfall/runoff processes and climate models.  Taught 
lab sections for sophomore level “Principles of Hydrology”.  
Received 1992 Outstanding Graduate Teaching Assistant Award in 
the College of Engineering 

1988-
1990 

University of 
Nevada, Reno 
Research Assistant 

Research on aquatic habitat, stream morphology and livestock 
management. 

1983-
1988 

US Bureau of 
Reclamation, 
Boulder City, NV 
Hydraulic Engineer 

Performed hydrology planning studies on topics including 
floodplains, water supply, flood control, salt balance, irrigation 
efficiencies, sediment transport, stream morphology, flood 
frequency, rainfall-runoff modeling and groundwater balances. 

1981-
1983 

Faulkner-Kellogg 
and Assoc., 
Lakewood Co 
Design Engineer 

Basic drainage, grading and subdivision design.  Flood control 
studies. 

 
Representative Consulting and Research Reports and Presentations 
 
Myers, T, 2005.  Review of Draft Supplemental Environmental Impact Statement, Ruby Hill Mine Expansion: 

East Archimedes Project NV063-EIS04-34, Technical Report 2005-05-GBMW.  Prepared for Great 
Basin Mine Watch. 

 
Myers, T., 2005.  Hydrogeology of the Powder River Basin of Southeast Montana, Development of a Three-

Dimensional Groundwater Flow Model. Prepared for Northern Plains Resource Council, Billings, 
MT 

 
Myers, T., 2005. Nevada State Environmental Commission Appeal Hearing, Water Pollution Control Permit 

Renewal NEV0087001, Big Springs Mine.  Expert Report.  Prepared for Great Basin Mine Watch, 
Reno NV. 

 
Myers, T., 2005.  Potential Effects of Coal Bed Methane Development on Water Levels, Wells and Springs In 

the Powder River Basin of Southeast Montana.  Prepared for Northern Plains Resource Council, 
Billings, MT. 
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Myers, T., 2004.  An Assessment of Contaminant Transport, Sunset Hills Subdivision and the Anaconda 
Yerington Copper Mine, Technical Report 2004-01-GBMW.  Prepared for Great Basin Mine Watch. 

 
Myers, T., 2004.  The Deep Carbonate Aquifer: Powerpoint Presentation.  Prepared for the Nevada Ad-hoc 

Network.   
 
Myers, T., 2004.  Technical Memorandum: Pipeline Infiltration Project Groundwater Contamination.  

Prepared for Great Basin Mine Watch. 
 
Myers, T., 2004.  Technical Report Seepage From Waste Rock Dump to Surface Water The Jerritt Canyon 

Mine, Technical Report 2004-03-GBMW.  Prepared for Great Basin Mine Watch. 
 
Myers, T., 2001.  An Assessment of Diversions and Water Rights: Smith and Mason Valleys, NV.  Prepared 

for the Bureau of Land Management, Carson City, NV. 
 
Myers, T., 2001.  Hydrogeology of the Basin Fill Aquifer in Mason Valley, Nevada: Effects of Water Rights 

Transfers.  Prepared for the Bureau of Land Management, Carson City, NV. 
 
Myers, T., 2001.  Hydrology and Water Balance, Smith Valley, NV: Impacts of Water Rights Transfers.  

Prepared for the Bureau of Land Management, Carson City, NV 
 
Myers, T., 2000.  Alternative Modeling of the Gold Quarry Mine, Documentation of the Model, Comparison 

of Mitigation Scenarios, and Analysis of Assumptions.  Prepared for Great Basin Mine Watch.  
Center for Science in Public Participation, Bozeman MT. 

 
Myers, T., 2000.  Environmental and Economic Impacts of Mining in Eureka County.  Prepared for the Dept. 

Of Applied Statistics and Economics, University of Nevada, Reno. 
 
Myers, T., 1999.  Water Balance of Lake Powell, An Assessment of Groundwater Seepage and Evaporation.  

Prepared for the Glen Canyon Institute, Salt Lake City, UT. 
 
Myers, T., 1998.  Hydrogeology of the Humboldt River: Impacts of Open-pit Mine Dewatering and Pit Lake 

Formation.  Prepared for Great Basin Mine Watch, Reno, NV. 
 
Myers, T. 1998.  Sediment Hydrology on the Colorado River, The Impacts of Draining Lake Powell.  

Prepared for the Glen Canyon Institute, Flagstaff, AZ. 
 
Myers, T. and C. Gourley, 1996.  Design Report: Truckee River, Reno, NV, Low Flow Channel Design.  

Prepared for: Carson-Truckee Water Conservancy District. 
 
Myers, T. 1995.  Flushing Flow Requirements for the Truckee River in Reno.  Prepared for Huffman and 

Associates.  Not Released. 
 
Myers, T. 1994.  The Hydrology of the Walker River Basin as Related To Inflows to Walker Lake.  Prepared 

for Public Resource Associates, Reno, NV. 
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Peer-Reviewed Publications 
 
Myers, T.J. and S. Swanson, 1997.  Variation of pool properties with stream type and ungulate damage in 

central Nevada, USA.  Journal of Hydrology 201-62-81 
 
Myers, T.J. and S. Swanson, 1997.  Precision of channel width and pool area measurements.  Journal of the 

American Water Resources Association 33:647-659. 
 
Myers, T.J. and S. Swanson, 1997.  Stochastic modeling of pool-to-pool structure in small Nevada rangeland 

streams.  Water Resources Research 33(4):877-889. 
 
Myers, T.J. and S. Swanson, 1997.  Stochastic modeling of transect-to-transect properties of Great Basin 

rangeland streams.  Water Resources Research 33(4):853-864. 
 
Myers, T.J. and S. Swanson, 1996.  Long-term aquatic habitat restoration: Mahogany Creek, NV as a case 

study.  Water Resources Bulletin 32:241-252 
 
Myers, T.J. and S. Swanson, 1996.  Temporal and geomorphic variations of stream stability and morphology: 

Mahogan Creek, NV.  Water Resources Bulletin 32:253-265. 
 
Myers, T.J. and S. Swanson, 1996.  Stream morphologic impact of and recovery from major flooding in north-

central Nevada.  Physical Geography 17:431-445. 
 
Myers, T.J. and S. Swanson, 1995.  Impact of deferred roation grazing on stream characteristics in Central 

Nevada: A case study.  North American Journal of Fisheries Management 15:428-439. 
 
Myers, T.J. and S. Swanson, 1992.  Variation of stream stability with stream type and livestock bank damage in 

northern Nevada.  Water Resources Bulletin 28:743-754. 
 
Myers, T.J. and S. Swanson, 1992.  Aquatic habitat condition index, stream type, and livestock bank damage in 

northern Nevada.  Water Resources Bulletin 27:667-677. 
 
Zonge, K.L., S. Swanson, and T. Myers, 1996.  Drought year changes in streambank profiles on incised 

streams in the Sierra Nevada Mountains.  Geomorphology 15:47-56. 
 
Selected Abstracts and Proceedings Articles 
 
Myers, T., 2006.  Modeling Coal Bed Methane Well Pumpage with a MODFLOW DRAIN Boundary.  In 

MODFLOW 2006. International Groundwater Modeling Center, Golden CO.  To be published May 
2006. 

 
Myers, T., 2004.  Monitoring Well Screening and the Determination of Groundwater Degradation, Annual 

Meeting of the Nevada Water Resources Association, Mesquite, NV.  February 27-28, 2004. 
 
Myers, T., 2001.  Impacts of the conceptual model of mine dewatering pumpage on predicted fluxes and 

drawdown.  In Modflow 2001 and Other Modeling Odysseys, Proceedings, Volume 1. September 11-
14, 2001.   International Ground Water Modeling Center, Golden, Colorado. 
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Myers, T., 1997.  Groundwater management implications of open-pit mine dewatering in northern Nevada.  
In Kendall, D.R. (ed.), Conjunctive Use of Water Resources: Aquifer Storage and Recovery.  AWRA 
Symposium, Long Beach California.  October 19-23, 1997 

 
Myers, T., 1997.  Groundwater management implications of open-pit mine dewatering in northern Nevada. In 

Life in a Closed Basin, Nevada Water Resources Association, October 8-10, 1997, Elko, NV. 
 
Myers, T., 1997.  Uncertainties in the hydrologic modeling of pit lake refill.  American Chemical Society 

Annual Meeting, Las Vegas, NV, Sept. 8-12, 1997. 
 
Myers, T., 1997.  Use of Groundwater modeling and geographic information systems in water marketing.  In 

Warwick, J.J. (ed.), Water Resources Eduation, Training, and Practice: Opportunities for the Next 
Century.  AWRA Symposium, Keystone, Colo.  June 29-July 3, 1997. 

 
Myers, T., 1995.  Decreased surface water flows due to alluvial pumping in the Walker River valley.  Annual 

Meeting of the Nevada Water Resources Association, Reno, NV, March 14-15, 1995. 




