
http://168.179.220.17/v907/e907/e90708q8.htm

  

 

WELLPRT Well Log Information Listing

Version: 2003.09.18.00         Rundate: 10/13/2003 03:17 AM

  

 Utah Division of Water Rights 

  

 Water Well Log 

  

 LOCATION:
           N  1451 ft E   125 ft from SW CORNER of SECTION  6 T 11S R 16W BASE SL    
Elevation:           feet

 DRILLER ACTIVITIES:
           ACTIVITY # 1 WELL ABANDONMENT
           DRILLER: DEEP CREEK MOUNTAINS RANCH                             LICENSE #: 633
           START DATE: 09/22/2002    COMPLETION DATE: 12/07/2002
           ACTIVITY # 2 WELL REPLACEMENT
           DRILLER: DEEP CREEK MOUNTAINS RANCH                             LICENSE #: 633
           START DATE: 09/22/2002    COMPLETION DATE: 12/07/2002

 BOREHOLE INFORMATION:
              Depth(ft)  Diameter(in) Drilling Method      Drilling Fluid
             From    To
                0   201     6         CABLE

 LITHOLOGY:
    Depth(ft)  Lithologic 
Description                                                          Color        Rock 
Type
   From    To
      0     1  LOW-
PERMEABILITY                                                                BLACK        
TOP SOIL
      1    15  LOW-PERMEABILITY,CLAY
     15    16  WATER-BEARING,HIGH-PERMEABILITY,
SAND                                            TAN
               COARSE SAND ANGULAR GRANITE STATIC 3 FEET
     16    22  LOW-PERMEABILITY,CLAY,
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SAND                                                      LT GRAY
               SANDY CLAY
     22    39  LOW-PERMEABILITY,CLAY,
SAND                                                      LT GRAY
               SAND & GRAVEL (LIMESTONE)
     39    62  CLAY,
SAND                                                                       TAN
               SANDY CLAY
     62    83  WATER-BEARING,
SAND                                                              BROWN
               MIX QUARTZITE AND LIMESTONE STATIC 8 FEET
     83    93  LOW-PERMEABILITY,
CLAY                                                           TAN
     93   162  
SAND                                                                            LT TAN
               FINE SEG.
    162   164  
CLAY                                                                            TAN
    164   174  WATER-BEARING,
SAND                                                              LT TAN
               COARSE FINE UN SEG. STATIC 8 FEET
    174   183  CLAY,
SAND                                                                       BROWN
               CLAYEY SAND
    183   187  
CLAY                                                                            TAN
    187   189  
SAND                                                                            WHITE
    189   193  CLAY,
SAND                                                                       TAN
               CLAY/COARSE GRANITE SAND
    193   197  WATER-BEARING,SAND,
GRAVEL                                                       TAN
               MIXED UN SEG. GRAINTE & LIMESTONE STATIC +1 FOOT
    197   201  CLAY

 WATER LEVEL DATA:
           Date         Time    Water Level (feet)   Status
                                (-)above ground
           12/06/2002             1.00               STATIC

 CONSTRUCTION - CASING:
              Depth(ft)  Material              Gage(in)  Diameter(in)
             From    To
             +1.5  34.5  STEEL                 .280         6
             34.5   201  STEEL                 .250         6

 CONSTRUCTION - SCREENS/PERFORATIONS:
              Depth(ft)  Screen(S) or Perforation(P)  Slot/Perf. siz  Screen Diam/Length 
Perf(in)  Screen Type/# Perf.
             From    To
              192   197        PERFORATION             .25               
2                         8 SLOTS

 CONSTRUCTION - FILTER PACK/ANNULAR SEALS
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              Depth(ft)  Material               Amount    Density(pcf)
             From    To
                0    20  GRANULAR BENTONITE     12

 WELL TESTS:
           Date        Test Method       Yield (CFS)  Drawdown (ft)  Time Pumped (hrs)

           11/29/2002  CENT PUMP           .437            8            3

 GENERAL COMMENTS:
            CONSTRUCTION INFORMATION
            Well head configuration: Threaded top
            Casing type: Welded
            Perforator: Mills, 8 slots 1' intervels 4 rows
            Surface seal: Yes, 20' poured Bentonite granulars 12 bags 50lbs each
            Drive shoe: Yes
            Pump: Cent. Pump 1/2 horsepower, pump intake depth 20'
            Approximate maximum pumping rate 5 gpm
            Well disinfected upon completion: Yes
            Additional data not available
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