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WELLPRT Well Log Information Listing

Version: 2003.09.18.00         Rundate: 10/13/2003 02:39 AM

  

 Utah Division of Water Rights 

  

 Water Well Log 

  

 LOCATION:
           S   350 ft E   550 ft from N4 CORNER of SECTION 21 T 32S R 19W BASE SL    
Elevation:           feet

 DRILLER ACTIVITIES:
           ACTIVITY # 1 NEW WELL
           DRILLER: GARDNER BROTHERS DRILLING                              LICENSE #: 492
           START DATE: 09/03/2002    COMPLETION DATE: 09/30/2002

 BOREHOLE INFORMATION:
              Depth(ft)  Diameter(in) Drilling Method      Drilling Fluid
             From    To
                0   555    10         ROTARY               MUD

 LITHOLOGY:
    Depth(ft)  Lithologic 
Description                                                          Color        Rock 
Type
   From    To
      0     7  LOW-PERMEABILITY,CLAY,SILT
      7    20  LOW-PERMEABILITY,SAND,GRAVEL,
COBBLES                                            TAN BRN RED  VOLCANIC
               ALL GRAVEL WAS ANGULAR IN SHAPE AND LT CEMENTAION IN ALL GRAVEL AND CO
               COBBLE AREAS
     20    22  LOW-PERMEABILITY,
CLAY                                                           WHITE
     22   110  HIGH-PERMEABILITY,SAND,GRAVEL,
COBBLES                                           TAN BRN RED  VOLCANIC
    110   112  LOW-PERMEABILITY,
CLAY                                                           WHITE
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    112   120  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                TAN BRN RED  VOLCANIC
    120   123  CLAY,
GRAVEL                                                                     RED
    123   170  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                TAN BRN RED  VOLCANIC
    170   175  LOW-PERMEABILITY,
CLAY                                                           RED
    175   204  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                TAN BRN RED  VOLCANIC
    204   208  LOW-PERMEABILITY,CLAY,GRAVEL,
COBBLES                                            BR TAN RED   VOLCANIC
    208   225  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                BR TAN RED   VOLCANIC QUART
    225   230  LOW-PERMEABILITY,
CLAY                                                           BROWN
    230   310  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                BRN TAN RED  VOLCANIC QUART
    310   325  LOW-PERMEABILITY,
CLAY                                                           BROWN
    325   380  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                BRN TAN RED  VOLCANIC
    380   420  LOW-PERMEABILITY,
CLAY                                                           BROWN
    420   448  HIGH-PERMEABILITY,GRAVEL,
COBBLES                                                TAN RED BRN  VOLCANIC
    448   454  
CLAY                                                                            BROWN
    454   555  WATER-BEARING,HIGH-PERMEABILITY,GRAVEL,
COBBLES                                  TAN RED BRN  VOLCANIC

 WATER LEVEL DATA:
           Date         Time    Water Level (feet)   Status
                                (-)above ground
           09/30/2002           408.00               STATIC

 CONSTRUCTION - CASING:
              Depth(ft)  Material              Gage(in)  Diameter(in)
             From    To
               +2   555  STEEL                 .250         6

 CONSTRUCTION - SCREENS/PERFORATIONS:
              Depth(ft)  Screen(S) or Perforation(P)  Slot/Perf. siz  Screen Diam/Length 
Perf(in)  Screen Type/# Perf.
             From    To
              510   555        PERFORATION             .16             
2.5                         6

 CONSTRUCTION - FILTER PACK/ANNULAR SEALS
              Depth(ft)  Material               Amount    Density(pcf)
             From    To
                0    30  BENTONITE HOLE PLUG    35 BAGS     50
               30   550  PEA GRAVEL             6 YARDS

 WELL TESTS:
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           Date        Test Method       Yield (CFS)  Drawdown (ft)  Time Pumped (hrs)

           09/  /      AIR LIFT            .067                         6

 GENERAL COMMENTS:
            CONSTRUCTION INFORMATION
            Well head configuration: Capped
            Casing type: Welded
            Perforator: Mill, open bottom
            Surface seal: Yes, 30', poured, 35 bags 50lbs each bentonite hole plug
            poured and checked with tamping rod.
            Note: rock type where ever you see volcanic it is quartz volcanic tuff
            Drive shoe: No
            Pump: Grundfow 10530-34:3 pump end, 3 horsepower intake 513' Max n/a
            Location: Juniper Pines subdivision
            Well disinfected upon completion: Yes
            Additional data not available
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